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CHAPTER 2C WIRING AND PROTECTION 

ARTICLE E-210 BRANCH CIRCUITS 

A. General Provisions 

Add new Section E-210-5(c) to read to as follows. 

E-210-5 Color Code for Branch Circuits. 

Three Phase, Four Wire Circuits. 

(1) For 208Y/120 Volts. Where practicable, three phase, four wire circuits operating at 
nominal 208Y/120 voltage shall be color coded as follows: Conductors for A, B and C 
phases and neutral shall be color coded black, red, blue and white respectively. 

(2) For 460Y/265 Volts. Where practicable, three phase, four wire circuits operating at 
nominal 460Y/265 voltage shall be color coded as follows: Conductors for A, B and C 
phases and neutral shall be color coded brown, orange, yellow and white/gray 
respectively. 

Add new Section E-210-8(a) (8) to read to as follows: 

E-210-8 Ground-Fault Circuit-Interrupter Projection for Personnel. 

(a) Dwelling units. 

(8) Landscape and lamp post lighting at 8 feet (2.44 m) above grade or lower and operating 
at nominal 120 volts to ground shall have ground-fault circuit-interrupter protection on 
any circuitry extending fi-om the interior of the dwelling. 

ARTICLE E-225 OUTSIDE BRANCH CIRCUITS AND FEEDERS 

A. General 

Delete Section E-225-25 and substitute the following: 

E-225-25 Outside Lamps 

(a) General 

(1) Scope. The provisions of this section shall apply to the installation and maintenance of 
outside lamps, fixtures, and standards located on or over private or public space and shall 
be amendatory to and in addition to those of other sections of the code. 
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(2) Permits. No private lamp post or lamp shall be erected or placed in public space or in 
any public street, avenue, alley, or road of the District of Columbia, nor beyond the inner 
edge of a sidewalk, unless authorized by a special permit in each case to be obtained from 
the Permit Branch previous to the erection of the lamp post or lamp; such permit to be 
conditioned on the right of the Director of Public Works to require such lamp post or 
lamp to be removed whenever he deems such removal necessary or advisable. The 
application for such permit must be accompanied by a written agreement signed by the 
owner or occupant, or both, of the premises in front of which it is desired to erect such 
lamp post or lamp, agreeing to remove the same when called upon by the Director of 
Public Works to do so. 

(3) Public Space Restrictions. Private lamps if placed on or over public space shall: 

(a) Be mounted not less than 8 feet (2.44 m) above a public sidewalk or grade when 
of 100 watts or less. 

(b) Be mounted not less than 14 feet (4.27m) above a public sidewalk or grade when 
over 100 watts, whether attached to a building or on a post. 

(c) Be enclosed within a fixture or structure, except that outside bracket lights on 
porches, etc., with 60 watt lamps or less need not be enclosed and are permitted to 
be mounted less than 8 feet (2.44 m) above grade. 

(4) Type of Standard. Private lamp posts erected in public space not more than 3 feet 6 
inches (1.07 m) beyond the building line shall not exceed 18 inches (457 mm) in 
diameter, and shall be of an approved single-light type. 

( 5 )  Wattage Limitations. The wattage of private lamps, other than spot and floodlights, in 
public space shall not exceed that established for the public street lamps for the vicinity. 
The mounting heights shall be not less than that of public street lamps of similar wattage. 
For residential zones, see Section E-225-25 (b) (1). 

(6) Enclosing Globe. Every private lamp erected in public space shall be enclosed in some 
form of ground, opalescent, or alabaster glass of sufficient density to remove the glare 
from the light source. This shall not be construed to apply to lamps less than 25 watts in 
capacity, used as borders for outline lighting, or illuminated signs, when placed not less 
than 8 feet (2.44 m) above the sidewalk. 

(7) Colored Lights. Colored lamps, colored globes on private lamps, or colored gas-tube 
systems shall not be used when placed more than 3 feet 6 inches (1.07 m) beyond the 
building line. 
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permitted to be installed so as to direct their beams into public space to serve police 
purposes on special approval of the Director of Public Works. 

(9) Projections. Private lamps or any part thereof shall not be installed in public space more 
than 3 feet 6 inches (1.07 m) beyond the building restriction lines, except for temporary 
barricade lights. Private lamps are permitted to be installed in commercial zones farther 
than 3 feet 6 inches (1.07 m) beyond the building line when, in the opinion of the 
Director of Public Works, such private lamps are desirable to illuminate (1) public or 
monumental buildings, monuments and other similar structures, and (2) shrubbery, trees 
and similar landscape architecture, provided that the illumination is in the public interest, 
the direct rays are confined to premises served, and a nuisance is not created. Such 
private lamps are permitted to be mounted less than 8 feet (2.44 m) above the ground. 

(10) Spot and Floodlights. Spot and floodlights shall conform to the following: 

(a) They shall not be erected on or over public space more than 3 feet 6 inches (1.07 
m) from the building line. 

(b) If projecting beyond the building line, they shall not be erected within 22 feet 
(6.71 m) of an adjoining premises which, on the same street frontage, is zoned or 
used for residential purposes, except when effectively shielded so direct rays will 
not fall on the residential area. 
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CHAPTER 3C WIRING METHODS AND MATERIALS 

ARTICLE E-300 WIRING METHODS 

A. General Requirements 

Add new subsection E-300- 7(c) to read as follows: 

Cold Storage and Refrigerator Rooms. Wiring in cold storage and refrigerator rooms shall 
conform to the general provisions of NEC Article 300, and the following: 

(1) Approved weather proof threaded or threadless fittings shall be used. 
NOTE: Knock-out boxes are not permitted. 

(2) Where wiring is above 8 feet (2.44 m) from the floor, approved open-work construction 
with weatherproof fittings, etc., is permitted to be used. 

(3) 

(4) 

All joints and splices shall be painted with approved weatherproof paint after installation. 

Fixtures, receptacles, switches, etc. shall be of an approved weatherproof type. 

I 

Add new subsection E-300-24 to read as follows: 

E-300-24 Service conductors. Incoming service and load conductors shall not be installed in 
the same conduit or trough. 

I 
ARTICLE E-310 CONDUCTORS FOR GENERAL WIRING 

Delete subsection E-310.14 in its entirety and substitute the following: 
E-3 10.14 Aluminum Conductor Material. Aluminum conductors shall not be permitted except as 
follows: 

(a) Stranded aluminum conductors No. 2 AWG through 1000 kcmil shall be made of an AA- 
8000 series electrical grade aluminum alloy conductor material. 

(b) With anti-oxidizing protection agent on all terminations and exposed aluminum. 

(c) With terminations torqued or high pressed to manufacturer required specifications. 

ARTICLE E-384 SWITCHBOARDS AND PANEL BOARDS 

Add new subsection E-384-3 7 to read as follows. 

E-384-37 Switchboards of 1000 Amperes or Larger. It shall be the responsibility of the owner 
of a Switchboard having a capacity of 1000 amperes or larger, or his responsible agent, to have a 
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